
Source Units

CZ302

* For functional details please visit the Clarion website. 
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CZ702 SXV200C 13 × 10 
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CZ302 SXV200C 13 × 10 
Two-line Front 45W × 4 Beat EQ —

CZ202 — — — 13 × 10
Single-line Front LPF 45W × 4 Beat EQ —

Power Output: 
    19W × 4 RMS (4Ω@14.4V≤1% THD+N)
Signal to Noise Ratio:
    94dB (Ref; 1W into 4Ω)

Power Output: 
    19W × 4 RMS (4Ω@14.4V≤1% THD+N)
Signal to Noise Ratio:
    94dB (Ref; 1W into 4Ω)
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Superior iPod and iPhone Connectivity

Just connect your iPod or iPhone to the CZ702, CZ302 or 
CZ202 USB port to access and play music through the car 
audio system. Operate your iPod or iPhone using from the 
source unit controls, including “ABC Search”, or use the 
control wheel of your iPod when “Simple Control” is engaged. 
The source unit on-board D/A converter takes the information 
on your iPod or iPhone and converts it back to an analog signal 
for the best sound quality and performance available.

Easy Connection to Various Sources with 
Front Panel AUX Input

A front panel AUX input jack is available to let you connect to 
any audio device that has a headphone output. This could be 
a portable music player, portable game system, DVD player or 
video camera - the options are nearly endless.

BLUETOOTH/CD/USB/MP3/WMA RECEIVER
• SiriusXM Ready • iPod / iPhone Compatible • Pandora Internet Radio Capability • Built-in Bluetooth for Hands-Free 
Calling & Stereo Audio Streaming • Front Panel USB Input • High Pass/ Low Pass Filter • Front Panel 3.5mm Aux Input 
• 2-Line LCD Display • 4-Channel 2-Volt RCA Output • IR Remote Included

• iPod / iPhone Compatible • Pandora Internet radio Capability • Front Panel USB Input • 4-channel RCA Output • Beat 
EQ • Subwoofer Control • Front Panel 3.5mm Aux Input • Low Pass Filter • 4-Channel 2-Volt RCA Output • IR Remote 
Included 

CD/USB/MP3/WMA RECEIVER

Built-In Electronic Crossovers

Maximizing the sonic potential of your speakers means 
operating them within the frequency range they were designed 
for. The Clarion CZ702 and CZ302 feature built-in electronic 
crossovers that function on both the preamp outputs and built-
in power amplifier. The CZ302 
features High- and Low-pass 
electronic crossovers and the 
CZ702 features the same, plus 
a 3-way configuration for low, 
midrange and high frequency 
filtering. Your system will sound 
better, play louder and your 
speakers will last longer.

Digital Time Alignment

Bring a whole new level of reality to your mobile audio 
experience with Clarion’s Time Alignment equipped CZ702. 
Now, you can compensate for less-than-perfect factory speaker 
locations by applying a delay to 
each speaker or pre-amp output 
to virtually relocate your speakers 
for crystal clear sound, incredible 
soundstage accuracy and 
amazing dynamics! It’s easy to 
set up - just measure the distance 
from you to your speakers, enter 
the information and enjoy.

Power Output: 
    19W × 4 RMS (4Ω@14.4V≤1% THD+N)
Signal to Noise Ratio:
    94dB (Ref; 1W into 4Ω)

• 6-Channel Digital Time Alignment • 2/3-Way Electronic Crossover • 728 Colour Variable Illumination for keys and 
LCD • SiriusXM Ready • iPod / iPhone Compatible • Pandora Internet Radio Capability • Built-in Bluetooth for Hands-
Free Calling & Stereo Audio Streaming • Rear USB Input • Front Panel 3.5mm Aux Input • 2-Line LCD Display 
• 6-Channel 5-Volt RCA Output • IR Remote Included

BLUETOOTH/CD/USB/MP3/WMA RECEIVER



FZ150

* For functional details please visit the Clarion website. 

RG-9451

CD/MP3/WMA RECEIVER
• Front Panel 3.5mm Aux Input • Beat EQ • Subwoofer Control • 2-Channel 2-Volt RCA Output with Rear or Low Pass 
Filter function • IR Remote Included

CZ102
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The Heavy Duty Source Unit to Help 
Improve Your Work Day 

Just because you have to work doesn’t mean you should have 
to give up your music. At Clarion, our commitment to making 
superior in-vehicle products extends to meet the rigorous 
demands of work on a construction site or in an agricultural 
setting. Designed to heavy equipment use, the RG-9451 
rugged AM/FM Receiver keeps out dust and moisture (IP65 
compliant) and with a 6.8G vibration resistance rating, it 
handles even the harshest vibrations. Dual Auxiliary inputs 
means your portable media player or Sat Radio unit can be 
easily connected.

Power Output: 
    16W x 4 RMS (4Ω@14.4V≤1% THD+N)
Signal to Noise Ratio:
    74dB (Ref; 1W into 4Ω)

USB/SD/MP3/WMA DIGITAL MEDIA RECEIVER
• Front USB Port • Front SD Card Slot • Front AUX Input • MP3 / WMA Playback • 2-channel RCA Output • Shallow 
Mounting Depth • 4 Preset EQ • 40W × 4 High Power Amplifier

• IP65 Compliant dust and water resistant front panel • 6.8G Vibration Resistant • Front 3.5mm and Rear RCA 
Auxiliary Inputs • 12 FM and 12 AM Radio Presets • Selectable Tuner Freq.- North America & Europe • 2 Week Radio 
Station Memory • Built-In Clock and Alarm Clock • 12 or 24 Volt Operation • Shallow 1-DIN Chassis, less than 4.5” 
deep • 15W x 2 Max Power

WEATHERPROOF 12/24V RECEIVER
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CZ102 — — — 13 × 10 
Single-line — — LPF 45W × 4  Front — —

FZ150 — — — Dot Segment 
Display Front Front — — 40W × 4 — —  Front — —

RG-9451 — — — Dot Segment 
Display — — — — — 35W × 2 — —  F & R — —

The Source Unit that Makes Digital Media 
Enjoyment Simple 

People have music stored on a variety of different kinds of 
digital media. It only makes sense for an audio system to take 
them into account. The FZ150 has slots for both USB and 
an SD card on the front for easy 
access. Support for MP3 and 
WMA file playback means that 
your digital music connection is 
right at your fingertips 

The FZ150 also features a front  panel 3.5mm AUX input jack 
to broaden your media playback choices further. You can 
connect a smartphone, satellite radio receiver or a portable 
music player - anything with a headphone jack will work.

Power Output: 
    15W x 2 RMS (4Ω@14.4V≤1% THD+N)
Signal to Noise Ratio:
    73dB (Ref; 1W into 4Ω)

Power Output: 
    18W × 4 RMS (4Ω@14.4V≤1% THD+N)
Signal to Noise Ratio:
    94dB (Ref; 1W into 4Ω)

Subwoofer Level Control

Adding a subwoofer to any mobile entertainment system 
dramatically increases the realism and impact of even the most 
modest musical performance. The CZ702, CZ302, CZ202, and 
CZ102 offer dedicated preamp outputs with an adjustable Low-
Pass crossover and Subwoofer Level Control. You can fine tune 
the level to balance the system for realism or crank it for ground 
shaking bass. An amplifier, subwoofer and enclosure are all you 
need to experience your music in a whole new way.


