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■ MEDIA

■ CONNECTION

■ AUDIO
Marine 
dual zone

■ GENERAL 

● MW4             Watertight 3-inch colour LCD marine wired remote control 
● MW1             Watertight marine remote control with LCD
● MW2             Watertight marine remote control
● MF1               RF wireless remote control
● CCAAUX   RCA/3,5 mm aux input cable 

OPTIONAL ACCESSORIES
● CCAUSB              USB extension cable
● MWRXCRET     10m marine remote extension cable for MW1/2
● MWRYCRET     Remote Y-cable for MW1/2

Easy-selection menu screen
Accessing the functions or sources you want is quick and easy with the intuitive menu 
screen. Just browse left and right through your available choices and select it to 
activate. Icon graphics make it easy to recognise the selections at a glance. 

Dual USB rear connectors 
Equipped with two USB pigtails on the rear, it’s easy to connect a variety of sources. 
In addition to smartphone you can also play music files stored on a USB memory 
device or portable audio player. The ability to keep two devices connected at the 
same time means there’s no need to disconnect and reconnect each time you want to 
change your external source. 

H14-EN-M704
M704

Dual zone source / volume control  
With this function, it is possible to split your boat into two discrete zones to enjoy dif-
ferent sources of entertainment. For instance, the fore can be tuned-in to a radio sta-
tion while the stern can be dancing to tunes from a smart device. Volume levels can 
be individually controlled so you can have a party going at full blast while keeping an 
ear on weather information up front. 
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Engineered to withstand salt water
Our M704 is IP66 tested and certified to provide you the best in water intrusion and 
salt water protection in its class. 

MF1

Dual-zone source and 
volume control
With this function, it is possible to split 
your boat into two discrete zones to enjoy 
different sources of entertainment. For 
instance, the fore can be tuned-in to a 
radio station while the stern can be danc-
ing to tunes from a smart device. Volume 
levels can be individually controlled, so 
you can have a party going at full blast 
while keeping an ear on weather informa-
tion up front.

MAKE YOUR MUSIC SEAWORTHY

Engineered to withstand 
water and salt

WATERTIGHT J1939 MARINE USB/

BLUETOOTH RECEIVER

M704

Dual USB Rear Connectors
Equipped with two USB pigtails on the 
rear, it’s easy to connect a variety of 
sources. In addition to using a smart-
phone you can also play music files 
stored on a USB memory device or por-
table audio player. The ability to keep 
two devices connected at the same time 
means there’s no need to disconnect and 
reconnect each time you want to change 
your external source. 

Bluetooth for Hands-Free 
Communication and Stereo 
Audio Streaming
Built-in Bluetooth provides hands-free 
voice communication, compatible with a 
wide variety of mobile phones. Play music 
stored on any Bluetooth device, whether 
it’s a mobile phone or a portable audio 
player, with wireless convenience. 

Smartphone Connectivity 
For Seamless Enjoyment Of 
Your Favorite Music
If you’re the owner of a smartphone, you’ll 
be happy to know that the music stored 
on it can be enjoyed on your boat’s audio 
system, just like you would on land. 

More information  
about M704

Water is a marine source unit’s worst 
enemy and salt can be a nightmare. 
Our M704/CMV1/CMD8 source units 
have been IPX5 tested and certified to 
offer the highest water intrusion 
protection and salt resistance. Rubber 
gaskets stop water in its tracks, with 
integrated drainage channels to keep 
water out.
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Sound Technology

ENGINEERED FOR THE MARINE ENVIRONMENT

Clarion’s unique sound enhancement 
technologies are ready to perform. 
Beat EQ optimizes the sound field 
according to the type of music being 
played, using a 3-band parametric 
equalizer. Our decades of experience in 
in-car sound translates into a superior 
sound experience for you. 

CMD8
Optional
RCX001WATERTIGHT MARINE CD/USB 

RECEIVER 

CMV1
WATERTIGHT MARINE CD/USB RECEIVER

More information 
about CMV1

More information  
about CMD8



Parrot Bluetooth for Hands-Free 
Communication, Access to Phonebook 
and Stereo Audio Streaming

Built-in Parrot Bluetooth provides hands-free calling, 
with comprehensive compatibility with a variety 
of mobile phones. With a built-in microphone and 
Phonebook access, you can safely talk and drive 
at the same time. Play music stored on your mobile 
phone with Bluetooth stereo audio streaming. 

Front AUX Input for Convenient 
Connection

With AUX input connectors right on the front of the 
unit, it’s extremely easy to hook up an external audio 
source for enjoyment through your boat’s audio 
system.

MARINE RECEIVERS

M303 and M109: 
1-DIN size full DCP receivers

Easy to install even in small spaces, safety is 
guaranteed thanks a fully detachable control panel. 
Ideal when the boat has to be left in non-secure areas 
or if it is not in use for long periods.

M109
MARINE CD RECEIVER Optional 

RCB176

M303
MARINE CD/USB/BLUETOOTH 

RECEIVER

Optional 
RCX001
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COMPACT SEPARATE SYSTEM WITH WATERTIGHT 

RUGGEDNESS PLUS SMARTPHONE CONNECTIVITY

Superior Expandability To Create Your 
Ideal System

The CMS5 was designed to offer maximum weather 
protection combined with maximum enjoyment of 
today’s audio sources. It’s made to connect with 
Bluetooth compatible devices, Dual 2.1A USB Ports, 
smartphone interface, AUX Input RCA’s, and more. 
Attach what you like and create a custom system; 
whatever music sources you enjoy. 

CMS5
DIGITAL MEDIA MARINE RECEIVER WITH 4.3-INCH 

COLOUR LCD WATERTIGHT CONTROLLER WITH 

J1939 COMPATIBILITY  

Clarion’s CMS5 is a 
source unit and a media 
hub, all rolled into one 
“black box”. The 
essentials, including 
AM/FM/weather band 

radio, are built in, and with a wide variety of 
connections, including USB, you can 
easily build a system that can be 
customised to your exact needs.

• J1939 CAN Bus compatibility allows 
for control via your boat’s multi-
function display • 4.3” optically 
bonded colour LCD

Just connect your smartphone 
using the 1.1 Amp USB pigtail for 
music playback from the CMS2.

Smartphone Connectivity For 
Seamless Enjoyment Of Your 
Favorite Music

If you’re the owner of a smartphone, you’ll be 
happy to know that the music stored on it can be 
enjoyed on your boat’s audio system, just like you 
would on land.

• Multi-angle adjustable 
• Global AM/FM/weather band

DIGITAL MEDIA RECEIVER WITH 

WATERTIGHT COMMANDER

CMS2

More information 
about CMS5

More information 
about CMS2

display holder 
sold separately
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MOS-FET power amp
There’s only one way for Clarion’s source units to deliver unyielding 
power output and linearity: MOS-FET amplification, or Metal Oxide Sem-
iconductor Field Effect Transistor amplification. Smaller and more effi-
cient than conventional power supplies, a MOS-FET amplification circuit 
delivers power with less distortion and zero On/Off switching noise. This 
means you can crank up the volume or set it to easy listening. Either way, 
your sound will be crystal clear.

Corrosion resistant RCA and block terminals  
on all XC series* amplifiers
By utilising corrosion resistant RCA and block terminals, XC series ampli-
fiers offer improved durability and reliability in harsh environments. The 
XC series amplifiers are true marine amplifiers with oversised aluminium 
heatsinks and locking power terminals for the harsh marine conditions.

2-ohm stability
Utilising this design for peak performance and unwavering reliability, 
Clarion’s amplifiers can drive lower impedance loads for increased 
power.

High/Low Pass crossover 
XC series amplifiers have built-in low pass and high pass filters. This 
allows for easy configuration of more complicated sound systems that 
encompass multiple amplifiers and subwoofers. 

FEATURES & SPECIFICATIONS XC6610 XC6410 XC6210

Maximum power output (W) 1.000 600 350
4-Ohm 85W × 6 85W × 4 85W × 2
2-Ohm 125W × 6 125W × 2 125W × 2

Bridged@ 4-Ohm 250W × 3 250W × 2 250W × 1
Number of channels 6/5/4/3 4/3/2 2/1

MOS-FET power supply ● ● ●
2-Ohm stereo stable ● ● ●

Selectable high pass crossover (60Hz, 90Hz, FLAT) — — —
12dB/Oct. High/Low Pass Electronic Crossover, 50Hz-500Hz

 (×10,500Hz-5kHz) ● ● ●

Variable 12db/Oct. bass boost for CH5/CH6 ● — —
 Nickel plated connectors; RCA/ speaker/ power ● ● ●

Speaker Level Input 6/5/4/3-Channel 4/3/2-Channel 2/1-Channel
Dimensions (W × H × D) (mm) 289 × 56 × 175 222 × 56 × 175  162 × 56 × 175

Clarion Europe SAS
Z.I. du Pré à Varois 54670 Custines - France
Tel.: +33 (0)3 83 49 44 00 Fax.: +33 (0)3 83 24 17 62
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XC6610 / XC6410 / XC6210

XC6210

XC6410

XC6610

XC6610
XC6410
XC6210

XC6610
XC6410
XC6210

XC6610
XC6410
XC6210

XC6410 XC6210
Outer Carton

Qty (pair) 3 4
Size (W × H × D) (mm) 266 × 314 × 324 266 × 412 × 266
Total weight (kg) 7.7 7.7

Inner Carton
Size (W × H × D) (mm) 248 × 98 × 305 248 × 98 × 244
Gross weight (kg) 2.4 1.8

MARINE AMPLIFIERS MARINE SPEAKERS AND SUBWOOFERS
 SERIES

Corrosion resistant RCA 
and block terminals on all 
XC series* amplifiers
By utilising corrosion resistant RCA and 

block terminals, XC series amplifiers offer improved 
durability and reliability in harsh environments. The XC series 
amplifiers are true marine amplifiers with oversized 
aluminium heatsinks and locking power terminals for harsh 
marine conditions.

MOS-FET power amp 
There’s only one way for Clarion’s source units to deliver 
unyielding power output and linearity: MOS-FET amplification, 
or Metal Oxide Semiconductor Field Effect Transistor 
amplification. Smaller and more efficient than conventional 
power supplies, a MOS-FET amplification circuit delivers 
power with less distortion and zero On/Off switching noise. 
This means you can crank up the volume or set it to easy 
listening. Either way, your sound will be crystal clear.

Dimensions (W × H × D) (approx mm) :
222 × 56 × 175

600W 4/3/2-CHANNEL 

POWER AMPLIFIER

XC6610

Dimensions (W × H × D) (approx mm) : 
289 × 56 × 175

1000W 6/5/4/3-CHANNEL 

POWER AMPLIFIER

XC6210

Dimensions (W × H × D) (approx mm) :
162 × 56 × 175

350W 2/1-CHANNEL 

POWER AMPLIFIER

XC6410

CMG2512W
MARINE 25 CM (10”) SINGLE 

4-OHM VOICE COIL WATER 

RESISTANT SUBWOOFER

CMG1722R
MARINE 17 CM (7”) COAXIAL 

2-WAY WATER RESISTANT 

SPEAKER

CMG1622S
MARINE 16.5 CM (6-1/2”) 

2-WAY WATER RESISTANT 

COMPONENT SPEAKER SYSTEM

CMG1622R
MARINE 16.5 CM (6-1/2”) 

COAXIAL 2-WAY WATER 

RESISTANT SPEAKER

More information 
about marine 
subwoofers

More information 
about CMG 
marine speakers

CM1625
MARINE 16.5 CM (6-1/2”) COAXIAL 

2-WAY WATER RESISTANT SPEAKER

CLASS D AMPLIFIERS
 SERIES

Made For Lasting Performance
Clarion marine speakers are designed to deliver high quality sound, and keep on delivering it in punishing environments. That is why these speakers and sub-
woofers are equipped with rubber surrounds for superior sonic response, created using Sanoprene rubber material for superior water, salt and UV resistance. 
Highly durable baskets, grilles that provide excellent weather resistance, as well as great looks, corrosion-resistant gold-plated terminals... and the list goes on. 
On the seas, Clarion is your assurance of performance and reliability.



HIGH PERFORMANCE MARINE SPEAKERS/SUBWOOFERS MARINE TOWER SPEAKER 

ENCLOSURES

Marine tower speaker enclosures
WTE7B / WTE7W: Black / White enclosures without speakers • 1 Pair of 175mm(7-Inch) speaker enclosures • Fiberglass con-
struction for rigidity and low mass • Gel-coat high-gloss painted finish • Machined aluminum mounting clamp and hardware • 
4-terminal quick disconnect speaker/power jack moulded into each enclosure • Compatible with optional super bright 9W LED 
lighting kit • Fits 50mm to 63.5mm(2″ to 2-1/2″) bars
9WLED: 1 Pair of lights • Black mounting bezel • ‘Cool White’ light colour • Fit perfectly into the end of the WTE7 tower speaker 
enclosures • Excellent light output (illuminates beyond 50 yards) • High efficiency design for minimal current draw

WTE7B
18 CM (7”) BLACK TOWER 

SPEAKER ENCLOSURE

WTE7W
18 CM (7”) WHITE TOWER 

SPEAKER ENCLOSURE

9WLED
18 CM (7”) TOWER ENCLO-

SURE LED LIGHTING

CMQ2512W

CMQ1622R

MARINE 25 CM (10”) SINGLE 

4-OHM VOICE COIL WATER 

RESISTANT HIGH PERFORMANCE 

SERIES SUBWOOFER

MARINE 16.5 CM (6-1/2”) 

COAXIAL 2-WAY WATER 

RESISTANT HIGH PERFORMANCE 

SERIES SPEAKER

CMQ6922R
MARINE 15 CM × 23 CM (6”× 9”) 

COAXIAL 2-WAY WATER RESIST-

ANT HIGH PERFORMANCE SERIES 

SPEAKER

More information 
about CMQ 
marine speakers

Because Clarion knows what high quality sound is about, it was obvious that not only 
audio systems or speakers were to be offered for the marine audio line-up, but also 
subwoofers. The sea is a very demanding environment. So is Clarion, demanding in 
sound quality, obeying its passion for sound. SERIES



*1  Please see our web site for smartphone compatibility

MARINE REMOTE CONTROL ACCESSORIES

MF1
RF WIRELESS REMOTE 

CONTROL

FOR M704, CMS5, CMS2, 

CMD8, CMD6, CMV1, CMS1 

and M303

 

MW4
WATERTIGHT 3-INCH 

COLOUR LCD MARINE WIRED 

REMOTE CONTROL

FOR M704, CMS5, CMS2, 

CMD8, CMD6, CMV1, CMS1 

and M303 

MW2
WATERTIGHT MARINE 

REMOTE CONTROL FOR 

CMV1, CMD6, CMD8, 

CMS1, M303, M704

MW1
WATERTIGHT MARINE 

REMOTE CONTROL WITH 

LCD FOR CMV1, CMD6, 

CMD8, CMS1, M303, 

M704

MWRYCRET
REMOTE Y-CABLE FOR 

MW1/2

MWRXCRET
10 M MARINE REMOTE 

EXTENSION CABLE 

FOR MW1/2

CCAAUX
RCA / 3,5 MM 

AUX INPUT CABLE

CCAUSB
USB EXTENSION 

CABLE

 MEDIA  CONNECTION  AUDIO  GENERAL

M704 — — — — — • — • — — — •* 1 Dual Rear • — — 2 AV (Rear) • 2-channel Marine
dual zone — — — — • — — 3.5-inch MW1/2/4  

MF1

CMV1 • • • — • — • — — CCA750*1 — — Rear — • — 2 AV (Rear) • 2-channel — • • — • • — — 3.5-inch MW1/2/4  
MF1

CMD8 — — — • — • — — — — CCA750*1 — Rear — — •* 2 1 Audio (Rear) — — — — • •* 3 • — • — — MW1/2/4  
MF1

M303 — — — • — • — — • — — — Rear — — •* 2 1 Audio (Rear) — — — — — •* 3 — — — • — MW1/2/4    
MF1

M109 — — — • — • — — — — — — — — — •* 2 1 Audio (Front) — — — — — •* 3 — • — — — MW1/2/4    
MF1

CMS5 — — — — — • — • — — CCA750*1 •* 1 Dual Rear • — — Dual — 2-channel Marine
dual zone — — — — • — — 4.3-inch MW1/2/4  

MF1

CMS2 — — — — — • — • — — CCA750*1 •* 1 Pigtail — • — Pigtail — — — — — — — • — — — MW1/2/4  
MF1

*2  Front 2-channel + Rear 2-channel or subwoofer   *3  13 × 10  2-Line   



www.clarion.com

EUROPEAN HEAD OFFICE
CLARION EUROPE S.A.S.
Tel.: +33 (0)3 83 49 44 00
E-mail: info@clarion.fr

AUSTRIA
CLARION Europa GmbH 
Tel.: +49 (0) 6105 977-0
E-mail: info@clarion.de

BELGIUM
CLARION EUROPE S.A.S.
Tel.: +33 (0)3 83 49 44 00
E-mail: info@clarion.fr

BULGARIA
IMPAS 56 Ltd.
Tel.: +(359 2) 862 47 18
E-mail: info@impas56.com

CYPRUS
ANGELOS RADIO CO., LTD.
Tel.: + 357 22 765487 / 22 460099
E-mail: angelosradio@cytanet.com.cy

CZECH REPUBLIC
EUROSPACE CZ, s.r.o.
Tel.: +420 257 310 105
E-mail: info@eurospace.cz

DENMARK
F. BÜLOW & CO. APS
Tel.: +45 46 59 11 55
E-mail: post@bylow.dk

ESTONIA
R & P GRUPP OÜ
Tel.: +372 6 50 74 74
E-mail: clarion@clarion.ee

FINLAND
OY KAHA AB
Tel.: +358 9 615 6800
E-mail: clarion@kaha.fi

FRANCE
CLARION EUROPE S.A.S.
Tel.: +33 (0)3 83 49 44 00
E-mail: info@clarion.fr

GERMANY
CLARION EUROPA GmbH
Tel.: +49 (0) 6105 977-0
E-mail: info@clarion.de

GREECE
NIC. J. THEOCARAKIS S.A.
Tel.: +30 210 34 79 700
E-mail: info@clarion.gr

HUNGARY
Hifi Station Kft
Tel.: +36 1 4600 535
E-mail: info@hifi-station.hu

ITALY
ELETTROMEDIA s.r.l.
Tel.: +39 0733 870 870
E-mail: clarion@elettromedia.it

LITHUANIA
ALTAS SECURITY CORP.
Tel.: +370 69 803 830
E-mail: clarion@clarion.lt

MACEDONIA
MTDE
Tel.: +389 2 2040618
E-mail: dusica@on.net.mk

MALTA
DOUBLESIN & ZAMMIT LTD.
Tel.: +356 21 331294
E-mail: info@doublesinandzammit.com

NETHERLANDS
CLARION EUROPA GmbH
Tel.: 0900-CLARION (2527466)
Tel.: +31(0) 622903751
E-mail: info@clarion.de

NORWAY
AUTOHIFI A.S.
Tel.: +47 73 96 95 90
E-mail: post@autohifi.no

POLAND
2N-EVERPOL SP. Z O.O.
Tel.: +48 22 331 99 59
E-mail: info@clarion.com.pl

PORTUGAL
ORNAIMPOR, LDA.
Tel.: + 351 214 716 060
E-mail: geral@ornaimpor.pt

ROMANIA
Alarm Service 96 IMPEX SRL
Tel./Fax: 021.411.00.50
E-mail: office@alarmservice.ro

RUSSIA
Distributor in Russia: “Helios”
Tel./Fax: +7 495 783-8351
E-mail: sales@clarion-rus.ru
www.clarion-rus.ru

SLOVAKIA
AMTEX spol s.r.o.
Tel.: +421 245 248 365
E-mail: amtex@clarion.sk

SLOVENIA
AlTrade D.O.O.
Tel.: +386 (0)41 548 520
Tel.: +386 (0)51 883 882
E-mail: altrade3@gmail.com

SPAIN
ECSAMOVIL, S.L.
Tel.: 96-1609835
E-mail: ecsamovil@ecsamovil.com

SWEDEN
KG Knutsson AB
Tel.: +46 8-92 30 00
E-mail info@kgk.se

SWITZERLAND
Carmedia Consulting GmbH
Tel.: +41 (0)43 5216050
E-mail: email@carmediacon.ch

TURKEY
Mesut Grup Sanayi Ticaret Limited Şirketi
Tel.: 212 594 61 42
E-mail: info@mesutgrup.com.tr

UKRAINE
TCHERNOV AUDIO UKRAINE
Tel.: +380 44 461 97 70
Tel.: +380 44 279 57 67
E-mail: uainfo@tchernovaudio.com 

UNITED KINGDOM
CLARION (GB) Ltd 
Tel.: +44 1793 859560
E-mail: amsales@clarion.co.uk
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